
*Requires Mobile App Kit

Touch RFID  Touch RFID  Surface Mount - vertical orientationSurface Mount - vertical orientation

Versa operates in shared or assigned use functionality to secure workplace 
furniture in either open or private environments. With multiple configurations, 
Versa easily adapts to new or retrofit installations. 

■ Touch RFID operation

■  RFID standards - iClass and Mifare (13.56 MHz)
ISO 14443A  •  ISO 14443B  •  ISO 15693

■ Cam locking mechanism

■ Manage with electronic keys

■ Dual functionality – shared or assigned use

■ Management override and power bypass

■ All metal housing

■ Brushed nickel or black fi nish

■ Vertical orientation – knob on the bottom or top

■ Surface mount

■ Designed for new or retrofi t installations

■  Multiple options for knob style, cam type, and 

cylinder length

■  90° or 180° knob rotation (clockwise or 

counter-clockwise)

■ Adapts to multiple door thickness

■ Visual and audible indicators

■  Available with advanced features* 
 • Mobile app management

 • Audit trail

 • Advanced auto unlock feature

 • Advanced system tools

■ IP55 rated, FCC, CE, and CI certifi ed

■ ADA compliant models available

■ Powered by 4 premium AA batteries

■ Battery Life: 115,000 cycles with average use

■ 2 year warranty

707 766 6000  |  sales@digilock.com  |  www.digilock.com022119
DS-NMVM-R-DEN
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*Requires Mobile App Kit

Touch RFID  Touch RFID  Surface Mount - horizontal orientationSurface Mount - horizontal orientation

Versa operates in shared or assigned use functionality to secure workplace 
furniture in either open or private environments. With multiple configurations, 
Versa easily adapts to new or retrofit installations. 

■ Touch RFID operation

■  RFID standards - iClass and Mifare (13.56 MHz)
ISO 14443A  •  ISO 14443B  •  ISO 15693

■ Cam locking mechanism

■ Manage with electronic keys

■ Dual functionality – shared or assigned use

■ Management override and power bypass

■ All metal housing

■ Brushed nickel or black fi nish

■ Horizontal orientation – knob on the left or right

■ Surface mount

■ Designed for new or retrofi t installations

■  Multiple options for knob style, cam type, and 

cylinder length

■  90° or 180° knob rotation (clockwise or 

counter-clockwise)

■ Adapts to multiple door thickness

■ Visual and audible indicators

■  Available with advanced features* 
 • Mobile app management

 • Audit trail

 • Advanced auto unlock feature

 • Advanced system tools

■ IP55 rated, FCC, CE, and CI certifi ed

■ ADA compliant models available

■ Powered by 4 premium AA batteries

■ Battery Life: 115,000 cycles with average use

■ 2 year warranty
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*Requires Mobile App Kit

Touch RFID  Touch RFID  Recess Mount - vertical orientationRecess Mount - vertical orientation

Versa operates in shared or assigned use functionality to secure workplace 
furniture in either open or private environments. With multiple configurations, 
Versa easily adapts to new or retrofit installations. 

■ Touch RFID operation

■  RFID standards - iClass and Mifare (13.56 MHz)
ISO 14443A  •  ISO 14443B  •  ISO 15693

■ Cam locking mechanism

■ Manage with electronic keys

■ Dual functionality – shared or assigned use

■ Management override and power bypass

■ All metal housing

■ Brushed nickel or black fi nish

■ Vertical orientation – knob on the bottom or top

■ Recess mount

■  Multiple options for knob style, cam type, and 

cylinder length

■  90° or 180° knob rotation (clockwise or 

counter-clockwise)

■ Adapts to multiple door thickness

■ Visual and audible indicators

■  Available with advanced features* 
 • Mobile app management

 • Audit trail

 • Advanced auto unlock feature

 • Advanced system tools

■ IP55 rated, FCC, CE, and CI certifi ed

■ ADA compliant models available

■ Powered by 4 premium AA batteries

■ Battery Life: 115,000 cycles with average use

■ 2 year warranty
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*Requires Mobile App Kit

Touch RFID  Touch RFID  Recess Mount - horizontal orientationRecess Mount - horizontal orientation

Versa operates in shared or assigned use functionality to secure workplace 
furniture in either open or private environments. With multiple configurations, 
Versa easily adapts to new or retrofit installations. 

■ IP55 rated, FCC, CE, and CI certifi ed

■ ADA compliant models available

■ Powered by 4 premium AA batteries

■ Battery Life: 115,000 cycles with average use

■ 2 year warranty

■ Touch RFID operation

■  RFID standards - iClass and Mifare (13.56 MHz)
ISO 14443A  •  ISO 14443B  •  ISO 15693

■ Cam locking mechanism

■ Manage with electronic keys

■ Dual functionality – shared or assigned use

■ Management override and power bypass

■ All metal housing

■ Brushed nickel or black fi nish

■ Horizontal orientation – knob on the left or right

■ Recess mount

■  Multiple options for knob style, cam type, and 

cylinder length

■  90° or 180° knob rotation (clockwise or 

counter-clockwise)

■ Adapts to multiple door thickness

■ Visual and audible indicators

■  Available with advanced features* 
 • Mobile app management

 • Audit trail

 • Advanced auto unlock feature

 • Advanced system tools

022119 707 766 6000  |  sales@digilock.com  |  www.digilock.com
DS-NMVM-R-DEN
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